
 

 

HOBBY CRAFT PVA GLUE 
 

A MULTIPURPOSE SOLVENT FREE WHITE GLUE 

TECHNICAL SHEET 30/04/2025 

SMART ADVANTAGES 

- Multi-purpose  
 
- Solvent free  

 
- Applies white, dries clear 
 
- Easy to use bottle with re-sealable cap. 
 
- Washable 
 
- Ideal for arts and crafts projects 
 

 
 

DESCRIPTION 

Bostik Hobby Craft PVA Glue is a versatile water based PVA 

emulsion designed as a multi-purpose glue which will give a 

strong and lasting bond to a variety of surfaces. 

 

This multi-purpose solvent-free glue sticks paper, card, wood, 

and fabric effortlessly. With an easy-to-use bottle featuring a 

resealable cap.  

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

TECHNICAL CHARACTERISTICS 

Colour White glue, dries clear 

Form Semi thick liquid  

Composition PVA Emulsion 

Drying Times 
Full cure on paper/card in 12 
hours. For wood full cure in 
24 hours 

Application temperature Above 15°c 

Capacity 120 ml 

Product codes 30629579 

TYPICAL PERFORMANCE DATA (Approx.) 

Solid Content  30%-35% 

Specify gravity  1.05-1.15g/cm3  

PH Value 4.5-5.5 



Bostik Australia Pty Ltd 
51-71 High Street, Thomastown 
VIC 3074, 1800 BOSTIK 
Tel: 1800 267 845 / bostik.com.au 
 
 
All advice, recommendations, figures and safety regulations provided are based on careful investigations, as well as the current state of our experience and are without obligation. 
Although the documentation has been compiled with the greatest care, we do not accept any liability for inaccuracies, mistakes, typesetting or printing errors. We reserve the right to modify the 
respective product if we deem it necessary. Since the design, the quality of the substrate and the processing conditions are beyond our assessment, no liability can be accepted for work performed on the 
basis of this documentation. We therefore advise you to carry out practical tests on site yourself. Our general Terms and Conditions of Sale and Delivery apply to all our sales and deliveries. 

BOSTIK HOTLINE

Smart help +33 149 007 502

DISCLAIMER  

Bostik offers this Technical Data Sheet (“TDS”) for descriptive and informational use only. It is not a warranty, a contract or a substitute for expert or professional advice. 

Please also see the local product Safety Data Sheet for health and safety considerations.  

The statements, technical information, data, and recommendations contained in this TDS are provided ‘AS IS’ and are not warranted or guaranteed in any way. They 

represent typical results for the products and are based on Bostik’s research only. Since the conditions and methods of use of the products are beyond our control, 

Bostik expressly disclaims any and all liability and damages of whatever kind or nature that may arise from any use of the products, the results therefrom, or reliance 

on the information contain herein. 

Smart help 1800 267 845 

Read and understand the Safety Data Sheet before using this 

product. SDS can be acquired by visiting www.bostik.com.au 

 

SURFACE PREPARATION 

 

1. Ensure that surfaces to be joined are clean and dry. 
 
APPLICATION  
 
2. Twist the blue part of the nozzle anti-clockwise. 

3. Squeeze the bottle gently and apply the glue to one surface 

and press both surfaces together whilst the glue is still wet. 

4. For wood, apply pressure or clamp for 20-30 minutes, longer 

for joints under stress. 

5. Wipe the nozzle and turn clockwise to stop the glue drying 

out. 

 

CLEANING 

 

7. To remove from substrates clean away glue with a 

moist cloth before maximum strength is reached for 12 

hours. 

8. To remove dried PVA use a cloth soaked with 

Eucalyptus oil. 

9. Test for colour fastness. Then soak in hot water and 

scrub with a fine brush such as a toothbrush. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Store in a cool dry place between 5 to 25° C and out of 

direct sunlight. Shelf life Is 12 months from the date of 

manufacture when stored as directed. 

 

PRECAUTION IN USE 

 

Not suitable for damp, delicate, absorbent or newly decorated 

surfaces. If in doubt, test a small area first. The adhesive gets 

stronger with time, so take care when removing. 

Recommendations and suggestions are for guidance only since 

conditions of use are completely beyond our control. Not 

suitable for children under 36 months due to small parts - 

choking hazard. If contact occurs, wash area with water. 

 

HEALTH & SAFETY  

 

Always read the Technical Data Sheet and Safety Data Sheet 

(SDS) before handling or use. Full product safety information 

required for safe use is not included in this data sheet. SDS 

available by request or at www.bostik.com.au 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

APPLICATION STORAGE 

The application recommendations are defined by 

standards of use. They are imperative to respect them, but 

they don’t need a previous try, especially for a first use or 

inconvenient of support, site or environment. Consult our 

safety data sheets for precautions to use. 


